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	MONTGOMERY COUNTY GOVERNMENT

BUILDING AND CODES DEPARTMENT

350 Pageant Lane, Suite 309

Clarksville, TN 37040

Phone 931-648-5718              Fax 931-553-5121


Stormwater Calculation Summary Sheet 

Project: 
	Hydrologic Method / Program Used

	


	Contributing Drainage Acreage

	       On-Site:
	

	       Offsite (or diversion method if not included in the total):
	

	       Total:
	


	Pre-Construction

	       Pervious Acreage with C\CN Factor:
	

	       Impervious Acreage with C\CN Factor:
	

	       Time of Concentration \ Method:
	


	Post-Construction

	       Pervious Acreage with C\CN Factor:
	

	       Impervious Acreage with C\CN Factor:
	

	       Time of Concentration \ Method:
	


	Runoff Results (Total Project)

	Storm Event
	Pre-Development Peak Flow (cfs)
	Post-Development Peak Flow (cfs)
	Routed (Detention) Flow (cfs)

	1 Year
	
	
	

	2 Year
	
	
	

	5 Year
	
	
	

	10 Year
	
	
	

	25 Year
	
	
	

	50 Year
	
	
	

	100 Year
	
	
	

	1 Inch Rain Event Volume:

	Method(s) of treatment:


	Runoff Results (Complete one results section for each watershed outfall)

	Storm Event
	Pre-Development Peak Flow (cfs)
	Post-Development Peak Flow (cfs)
	Routed (Detention) Flow (cfs)

	1 Year
	
	
	

	2 Year
	
	
	

	5 Year
	
	
	

	10 Year
	
	
	

	25 Year
	
	
	

	50 Year
	
	
	

	100 Year
	
	
	

	If this outfall drains 10 or more acres:

	       Design Storm:
	 

	       Sediment basin volume:
	

	       Permanent or Temporary Basin?
	


	Runoff Results (Complete one results section for each watershed outfall)

	Storm Event
	Pre-Development Peak Flow (cfs)
	Post-Development Peak Flow (cfs)
	Routed (Detention) Flow (cfs)

	1 Year
	
	
	

	2 Year
	
	
	

	5 Year
	
	
	

	10 Year
	
	
	

	25 Year
	
	
	

	50 Year
	
	
	

	100 Year
	
	
	

	If this outfall drains 10 or more acres:

	       Design Storm:
	 

	       Sediment basin volume:
	

	       Permanent or Temporary Basin?
	


	Runoff Results (Complete one results section for each watershed outfall)

	Storm Event
	Pre-Development Peak Flow (cfs)
	Post-Development Peak Flow (cfs)
	Routed (Detention) Flow (cfs)

	1 Year
	
	
	

	2 Year
	
	
	

	5 Year
	
	
	

	10 Year
	
	
	

	25 Year
	
	
	

	50 Year
	
	
	

	100 Year
	
	
	

	If this outfall drains 10 or more acres:

	       Design Storm:
	 

	       Sediment basin volume:
	

	       Permanent or Temporary Basin?
	


	Runoff Results (Complete one results section for each watershed outfall)

	Storm Event
	Pre-Development Peak Flow (cfs)
	Post-Development Peak Flow (cfs)
	Routed (Detention) Flow (cfs)

	1 Year
	
	
	

	2 Year
	
	
	

	5 Year
	
	
	

	10 Year
	
	
	

	25 Year
	
	
	

	50 Year
	
	
	

	100 Year
	
	
	

	If this outfall drains 10 or more acres:

	       Design Storm:
	 

	       Sediment basin volume:
	

	       Permanent or Temporary Basin?
	


Project Drainage Description \ Design Intent:

List treatment methods used to meet post construction water quality requirements at each discharge point:
Comments:

Engineer’s Statement:

This design will not result in any downstream damage as listed in Section 3.2 of the Montgomery County Stormwater Management Regulations

________________________________


_____________________________

Signature 






Date 

_________________________________


_____________________________

Printed Name 






License Number

Seal 

